BAND-IT Jr.° Smooth ID

Inside Package Package Application

201 SS* 316SS* GCS* Width Thickness Diameter Quantity Weight Tools

Part No. PartNo. PartNo. In mm In mm In mm Lbs Kg

JS2409 NA NA 1/4 6.4 0.020 0.51 13/16 20 100/box 20 09

JS2429 NA NA 1/4 6.4 0.020 0.51 1 25 100/box 21 1.0

JS2419 NA NA 1/4 6.4 0.020 0.51 1-3/8 34 100/box 25 141 C00169**
JS2529 NA NA 1/4 6.4 0.020 0.51 1-1/2 38 100/box 26 1.2 J00169**
JS2539 NA NA 1/4 6.4 0.020 0.51 2 50 100/box 32 15 J05069**
JS2209 NA NA 1/4 6.4 0.020 0.51 2-1/2 63 100/box 3.7 1.7 C00269
JS2569 NA NA 1/4 6.4 0.020 0.51 2-3/4 69 100/box 38 1.7 IT2000
JS2449 NA NA 1/4 6.4 0.020 0.51 3 76 100/box 42 19 S35099
JS2579 NA NA 1/4 6.4 0.020 0.51 3-1/2 88 100/box 46 241 S75099
JS2589 NA NA 1/4 6.4 0.020 0.51 4 101 100/box 53 24

JS2599 NA NA 1/4 6.4 0.020 0.51 4-1/2 114 100/box 57 26

JS2019  JS4019  JS3019 3/8 9.6 0.025 0.64 13/16 20 100/box 36 1.6 C00169**
JS2439 NA JS3439 3/8 9.6 0.025 0.64 1 25 100/box 39 1.8 J00169**

JS2029  JS4029  JS3029 3/8 9.6 0.025 0.64 1-3/8 34 100/box 50 23 J05069**
JS2459  JS4459  JS3459 3/8 9.6 0.025 0.64 2 50 100/box 59 27 C00269
JS2219  JS4219  JS38219  3/8 9.6 0.025 0.64 2-1/2 63 100/box 6.8 3.1 IT5000
JS2469 NA JS3469 3/8 9.6 0.025 0.64 3 76 100/box 75 3.4 S35099
JS2559  JS4559 | JS3559 < 3/8 9.6 0.025 0.64 3-1/2 88 100/box 8.6 3.9 S75099
JS2489  JS4489 |« JS3489 3/8 9.6 0.025 0.64 4 101  100/box 9.5 4.3  SET9000™

JS2039  JS4039  JS3039 1/2 127 0.030 0.76 1 25 100/box 6.5 3.0

JS2049  JS4049  JS3049 1/2 127 0.030 0.76  1-1/4 31 100/box 72 33

JS2319 NA JS3319 1/2 127 0.030 0.76 1-1/2 38 100/box 8.1 3.7 2 :
JS2369 NA JS3369 1/2 12.7 0.030 0.76  1-3/4 44 100/box 8.7 4.0 ' -
JS2379  JS4379 | JS3379 1/2 127 0.030 0.76 2 50 100/box 94 43 '
JS2339  JS4339  JS38339 1/2 12.7 0.030 0.76  2-1/2 63 100/box  10.8 4.9

JS2309 NA JS3309 1/2 12.7 0.080 0.76  2-3/4 69 100/box  11.3 5.1

JS2349  JS4349  JS38349 1/2 12.7  0.030 0.76 3 76 100/box  12.2 5.5

JS2479  JS4479  JSB8479  1/2 127 0.030 0.76  3-1/2 88 100/box  13.6 6.2

JS2499  JS4499 | JS3499 1/2 12.7  0.030 0.76 4 101 100/box 14.9 6.8  (op169*

JS2059  JS4059 | JS3059 5/8 159 0.030 076 1-1/2 88  100/box 104 47  J00169™
JS2069  JS4069 JS3069 5/8 159 0.030 0.76 1-3/4 44 100/box 113 51  J05069™
JS2079  JS4079 JS3079 5/8 159 0030 076 2 50 100/ox 122 55 00269
JS2089  JS4089 JS3089 5/8 159 0.030 0.76 2-1/4 57 100/box 133 6.0 539099
JS2099  JS4099 JS3099 5/8 159 0.030 076 2-1/2 63  100/box 139 63 ~S75099

SET9000™
JS2279  JS4279  JS8279  3/4 191  0.030 0.76 2 50 100/box  14.9 6.8
JS2109  JS4109 JS3109 3/4 191  0.030 0.76  2-3/4 69 50/box 92 42 -
JS2119  JS4119  JS8119  3/4 191  0.030 0.76 3 76 50/box 9.7 44
JS2129  JS4129 JS3129  3/4 191  0.030 0.76  3-1/2 88 50/box 10.8 4.9
JS2139  JS4139  JS3139  3/4 19.1  0.030 0.76 4 101 25/box 6.1 28
JS2149  JS4149 JS3149  3/4 191 0.030 0.76 4-1/2 114  25/box 6.7 3.0
JS2159  JS4159  JS3159  3/4 19.1  0.030 0.76 5 127  25/box 72 33
JS2709  JS4709 JS3709 3/4 19.1 0.030 0.76  5-1/4 133  25/box 73 33
JS2169  JS4169 JS3169 3/4 19.1  0.030 0.76 6 152  25/box 82 37

JS2179 NA JS3179  3/4 1941 0.030 0.76  6-1/4 165 25/box 9.2 42
JS2189 NA JS3189  3/4 191 0.030 0.76 7 177 25/box 10.2 4.6
JS2199 NA JS3199  3/4 1941 0.030 0.76 8 203 25/box 11.0 5.0

**Junior® Adaptors, either J00169 or J05069, must be used with C00169.

*BAND-IT reserves the right to substitute material with equal or better corrosion resistance and/or mechanical specifications.

S§75099 Standard
Air Tool

L QQee

S§35099 Automatic Air Tool

Junior® Non-Smooth ID Clamps are available, however BAND-IT recommends
using the BAND-IT Jr.° Smooth ID Clamp in place of the Junior® Non-Smooth

ID Clamps. www.BAND-IT-IDEX.com




